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NPU-accelerated 32-bit MCUs pro
Intelligence for new robot des|

The machine learning capabilities of the STM32N6 microcontr«
STMicroelectronics provide a new way for robots and other indt
equipment to see, understand and navigate around their en\

STMicroelectronics has launched a series of 32-bit STM32 mic
accelerated machine-learning (ML) capabilities alongside a hi:

B Cort@xMSS CPU core.

The new STM32N6 MCUs are the first to embed the Neural-AR~
processing unit (NPU). With the on-board NPU, the STM32N6 ¢
machine-learning performance than a current high-end STM32
sensitive and power-conscious consumer and industrial produc
and audio functions in small embedded systems.

In robotics in particular, the STM32N6 machine vision capabil
a new generation of low-power, autonomous machines. The ST
image signal processor (ISP) which provides direct signal pro
simple and affordable image sensors. This ISP can be configu
IQTune softwareutting-edge tool which enables the developer t
sighal processing parameters such as exposure time, contrast
image processing sub-system can feed vision data to the NPU
object recognition and autonomous navigation.

The high-speed, low-power Al inferencing performed by the ST
ART Accelerator NPU. This NPU features nearly 300 configura
units which can implement up to 600 giga-operations per seco
dedicated streaming engines which optimize data flow and min
and power. The accelerator supports on-the-fly weight decomp
encryption and decryption.

The high ML performance is complemented by the system cont
Cortex-M55 core achieves a high CoreMark® score of 3,360. T
Mbytes of RAM, providing sufficient memory to support data-ir
workloads. Two 64-bit AXI interfaces provide the high intra-ch
unlock the full power of the Neural-ART Accelerator. The STM
octo-SPIl, and FMC interfaces.

ST provides development software to support the implementati
Al Suiit® a comprehensive set of software tools for the develop
applications. The software tools enable developers to impleme
formats such as TensorFlow Lite, Keras, and ONNX.

The STM32N6 MCUs are supplied in six different packages wit
to 264, and from 0.4mm to 0.8mm pitch.

B Buy Now ) MORE INFO

INDUSTRIAL MEDICAL TRANSPORT

FEATURES

e Security features:

o TrustZo@‘raware support

o Memory protection unit

o Secure boot ROM

o PSA and SESIP certified
e Neo-Chrom graphic accelere
e Optional hardware H264 cod
e Hardware JPEG accelerator
e Operating-temperature rang

40°C to 125°C

APPLICATIONS

e Industrial equipment

e Robotics

e Smart home equipment

e Smart cities

e Automotive systems

e Personal electronics device
e Medical and healthcare equ

FREBEV BOAF

Discovery kit for 32-bit MCUs
board Al acceleration.

Orderable Part Number
STM32N6570-DK

APPLY HERE NC

CONSUMER

www.FutureElecironics.com Delighting our customers worldwide


https://www.st.com/en/development-tools/stm32-isp-iqtune.html
https://www.st.com/en/development-tools/stm32-isp-iqtune.html
https://www.st.com/content/st_com/en/st-edge-ai-suite.html
https://www.st.com/content/st_com/en/st-edge-ai-suite.html
https://www.my-boardclub.com/boards/stm32n6570-dk/#apply
https://www.futureelectronics.com/p/semiconductors--microcontrollers--32-bit/stm32n657i0h3q-stmicroelectronics-5191534?loc=2
https://www.my-boardclub.com/wp-content/uploads/2025/12/flstm32n6.pdf
https://www.my-boardclub.com/wp-content/uploads/2025/12/stm32n657i0.pdf
https://myfuture.futureelectronics.com/samplerequestemea?samplesource=FTM26-ii%20Issue%201&product=STMicroelectronics%20STM32N657I0H3Q%20Arm%20Cortex-M55-based%20MCU
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Development platform simplifies ir
of multiple industrial MEMS sel

The X-NUCLEO-IKS5A1 expansion board from STMicroelectronics
industrial motion and environmental MEMS sensors onto a single
synchronized acquisition of vibration, orientation, magnetic, a

The X-NUCLEO-IKS5A1 integrates five sensors covering distin
bringing them into a single timing domain to simplify multi-ser
support applications that require coherent motion, vibration, ¢
solution includes:

e ISM6GH256X intelligent IMU for simultaneous measurement c
acceleration

ISM330IS six-axis IMU with always-on accelerometer and gyr
II1S2DULPX ultra-low-power accelerometer

ILPS22QS barometer with 1260hPa and 4060hPa ranges

e [IS2MDC three-axis magnetometer

The platform makes these industrial sensors accessible to dev
microcontroller through its Nucleo-compatible interface and th
Onboard features such as sensor hub support, finite state mac
cores allow initial data processing directly at the sensor, redt
workload on the host processor. The ST MEMS-Studio and X-C
support configuration, acquisition control, and parameter visu
development and analysis.

Detachable add-on modules provide additional connectors, anct
sensing layouts for either the STEVAL-MKGIO7A microcontrolle¢
NUCLEO-IND5A1 board.

-

INDUSTRIAL TRANSPORT

Lys

FEATURES

. Arduilg?oUNO R3 connector
e External sensor interfaces:
o DIL24 socket
o Ribbon cable
o Flexible PCB connector

APPLICATIONS

e Vibration and condition
monitoring

e Motion tracking and orienta
detection

e Environmental sensing in
industrial nodes

e Multi-sensor fusion and

prototyping

FREBEV BOAF

Development platform simplif
integration of multiple industrie
sensors.

Orderable Part Number
X-NUCLEO-IKS5A1

APPLY HERE NC

www. FutureElectronics.com Delighting our customers worldwide


https://www.my-boardclub.com/boards/x-nucleo-iks5a1/#apply
https://www.my-boardclub.com/wp-content/uploads/2025/12/x-nucleo-iks5a1-intelligent-motion-and-environmental-sensing-platform.pdf
https://www.my-boardclub.com/wp-content/uploads/2025/12/x-nucleo-iks5a1-1.pdf
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Digital power controller boosts eff
flexibility in ac-dc power supp

The Monolithic Power Systems HR1275 ac-dc power controller in
controllers into a single configurable chip, enabling developers
density of power supply designs.

meSs

FEATURES

e <75mW no-load power
consumption

e Internal 600V high-side gat¢

e Smart X-capacitor discharge
ac dropout

e Fault protection features:

o Over-current protection
Over-voltage protection
Overload protection
Over-power protection
Over-temperature protecti

o O O O

APPLICATIONS

e PCs
e Games consoles
e All-in-one computers

' . ' o e Telecoms and server power
Monolithic Power Systems has introduced the HR1275, a digite modules

which combines a PFC stage with a resonant LLC converter in e Industrial equipment
e Medical equipment

The HR1275 has built-in power-saving features which help to i
power consumption, while maintaining high efficiency and a hi
range from light to full loads. This makes the controller well s
compact, high-power adapters which require both efficiency ar

The controller is configurable via a user-friendly GUI, allowin
adjust many operating parameters, from soft-start timing and |
protection thresholds, which are stored in the chip s non-vola
programmable digital core means that the same hardware can
different efficiency standards, noise targets, or load profiles -
This greatly accelerates prototyping and design optimization.

The PFC controller in the HR1275 operates in both critical ant
modes to maximize efficiency across the load range. The cont
minimize switching losses and audible noise, and can drive th
to 400kHz. At light loads, a configurable soft burst-mode help
without compromising power quality.

In the LLC stage, the HR1275 adopts current-mode control wit
adjustment to ensure zero-voltage switching with minimal deat
and reducing heat dissipation.

An internal high-voltage start-up current source powers the ct
eliminating the need for auxiliary power supply for the start-u
dissipation. Designers benefit from a built-in power-good indit
connect an external temperature sensor.

© O

INDUSTRIAL CONSUMER TELECOMS

www_FutureElectronics.com Delighting our customers worldwide


https://myfuture.futureelectronics.com/samplerequestemea?samplesource=FTM26-ii%20Issue%201&product=Monolithic%20Power%20Systems%20HR1275%20CrM/DCM%20multi-mode%20PFC%20and%20current%20mode%20LLC
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New 750V SIC MOSFET saves spa

voltage power supplies

The ROHM SCT4013DLLTRDC is a silicon carbide (SiC) N-channe
very fast switching, helping to reduce the size and weight of ma
high-voltage power supplies.

The SCT4013DLLTRDC 750V MOSFET from ROHM benefits fron
material to offer very fast switching and ultra-short diode rect
designers to reduce switching loss in addition to system size

Gate charge is 170nC at 500V, with rise/fall times measured i
figures mean that the SCT4013DLLTRDC can switch rapidly in
drives.

This fourth-generation MOSFET provides very high current in
continuous drain current is 120A. On-resistance of 13m® at 2¢
conduction loss. The high-voltage, high-current capability of t
ideal for power-dense applications in which efficiency is highl

Housed in a TO-263-7L package, the SCT4013DLLTRDC featur
than a conventional TO-263 while enabling excellent heat diss
performance is valuable in applications such as solar inverter
electric vehicle chargers.

©

ENERGY INDUSTRIAL

ROHM

SEMICONDUCTOR

FEATURES

Low gate charge

Low input capacitance
Easy paralleling for higher
175°C maximum junction
temperature

APPLICATIONS

Solar inverters

Wind energy generation
equipment

Energy storage systems

EV charging stations
Onboard chargers
Industrial motor drives
High-voltage power suppliec
Data centers and servers

www. FutureElecironics.com Delighting our customers worldwide


https://www.my-boardclub.com/wp-content/uploads/2025/12/sct4013dll-e.pdf
https://myfuture.futureelectronics.com/samplerequestemea?samplesource=FTM26-ii%20Issue%201&product=ROHM%20Semiconductor%20SCT4013DLLTRDC%20750V%20silicon-carbide%20MOSFET
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AUTHORIZED DISTRIBUTOR

FEATURES

APPLICATIONS

TE Connectivity, TE, TE connectivity (logo) and EVERY CONNECTION COUNTS are trademarks owned or |
by the TE Connectivity plc family of companies.
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https://www.te.com/en/videos/industrial/dynamic-series.html
https://www.futureelectronics.com/p/interconnect--pin-and-socket-connectors--header-plug-board-mount/1-178136-5-te-connectivity-8060812?loc=2
https://www.my-boardclub.com/wp-content/uploads/2025/12/ENG_DS_1-1773721-5_DYNAMIC_SERIES_QRG_0914_1-1773721-5_QRG-DYNAMIC-SERIES.pdf
https://myfuture.futureelectronics.com/samplerequestemea?samplesource=FTM26-ii%20Issue%201&product=TE%20Connectivity%20Dynamic%20Series%20power%20and%20signal%20connectors
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wA Littelfuse

FEATURES

APPLICATIONS

®

INDUSTRIAL SECURITY

www.FutureElecironics.com Delighting our customers worldwide


https://www.my-boardclub.com/boards/leb-0024/#apply
https://www.futureelectronics.com/p/electromechanical--relays--solid-state-relays/cpc1601mtr-littelfuse-1207452?loc=2
https://www.my-boardclub.com/wp-content/uploads/2025/12/CPC1601M-R02.pdf
https://myfuture.futureelectronics.com/samplerequestemea?samplesource=FTM26-ii%20Issue%201&product=Littelfuse%20CPC1601M%20ultra-compact%20solid-state%20latching%20relay
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RRENESAS

FEATURES

APPLICATIONS

INDUSTRIAL

www. FutureElectronics.com Delighting our customers worldwide



https://www.renesas.com/en/software-tool/ra-flexible-software-package-fsp?utm_campaign=mcu_ra8t2-empr&utm_source=businesswire&utm_medium=pr&utm_creative=link&utm_content=sw&utm_term=&utm_type=feat
https://www.my-boardclub.com/boards/mck-ra8t2/#apply
https://www.my-boardclub.com/wp-content/uploads/2025/12/r01ds0436ej0120-ra8t2.pdf
https://myfuture.futureelectronics.com/samplerequestemea?samplesource=FTM26-ii%20Issue%202&product=Renesas%20RA8T2%20Arm%20Cortex%20motor-control%20microcontrollers
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https://www.st.com/en/embedded-software/x-cube-mcsdk.html
https://www.my-boardclub.com/boards/b-g431b-esc1/#apply
https://www.futureelectronics.com/search?q=STM32G4:searchRelevance&selectedTab=products&text=STM32G4&pageSize=100&loc=2
https://www.my-boardclub.com/wp-content/uploads/2025/12/stm32g483me.pdf
https://myfuture.futureelectronics.com/samplerequestemea?samplesource=FTM26-ii%20Issue%202&product=STMicroelectronics%20STM32G483%2032-bit%20MCU%20with%20DSP%20and%20FPU
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Offline switcher achieves 92% eff
classic flyback topology

The Power Integrations TinySwitch-5 family of integrated offline
conversion efficiency in low- and mid-power flyback converters w
175W.

power

integrations”

FEATURES

e Integrated soft start

e Adjustable current limit

e Output short-circuit protect

e Thermal shutdown with larg:
hysteresis

APPLICATIONS

e Utility meters

e Industrial power supplies
e Appliance power supplies
e Consumer products

The TinySwitch-5 dynamically adjusts its switching frequency
across varying loads, achieving up to 92% efficiency with star
optocoupler feedback across a wide load range.

The fast switching capability of up to 150kHz, enables power-
transformer size. The TinySwitch-5 offline switchers also prov
solution for flyback circuits, combining a 725V power MOSFET
circuitry into a single package.

The TinySwitch-5 flyback controller can operate in continuous
discontinuous conduction mode (DCM). This control approach
during low-power operation while maintaining sufficient auxilii
communication, or control functions.

The IC supports up to 75W operation without a heat-sink due 1
management in its enhanced package structure. No-load powel
30mW at 230V ac helps product manufacturers to comply with
regulations.

Built-in line under- and over-voltage protection stabilizes ope
mains conditions, while frequency jittering reduces EMI withot
filtering.

The TinySwitch-5 architecture allows desighers to meet high e
adopting more complex synchronous rectification or resonant 1
retaining the simplicity of a traditional flyback design.

-
© @ © ©

ENERGY INDUSTRIAL LIGHTING CONSUMER
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https://www.futureelectronics.com/p/semiconductors--analog--power-management-circuit--ac-dc-voltage-converter/tny5077e-power-integrations-1209969
https://www.my-boardclub.com/wp-content/uploads/2025/11/Power-Integrations-Launches-TinySwitch-5-ICs-for-High-Efficiency-Power-Supplies-2025.pdf
https://myfuture.futureelectronics.com/samplerequestemea?samplesource=FTM26-i%20Issue%202&product=Power%20Integrations%20TNY5077E%20TinySwitch-5%20ICs%20for%20power%20supplies

Metal-composite power choke coils
30G vibration in automotive E

The Panasonic Low Profile (LP) series of automotive power chol
composite core, provide high heat, vibration resistance and cu
compact surface-mount package for automotive applicati

The Panasonic LP series, part of the Panasonic ETQP range o
metal composite construction which integrates the coil and the
gapless structure, reducing audible buzz noise and providing

resistance of 30g. This eliminates the need for additional anti
adhesives on the PCB. The power inductors are specially desi
compatible with products from many other suppliers, making a
replacement.

The Panasonic LP series features a compact footprint ranging
10.0mm x 10.7mm, along with a low profile. making it suitable
space-constrained automotive applications such as electric po
management. An iron-based metal composite material ensures
stability over a broad temperature range and when subject to

The series offers an inductance range from 0.105uH to 22.0uH
use in high-efficiency power circuits: dc resistance values are
0.105uH variant offers a current rating of 22.7A.

BUY NOW INFORMATION

FEATURES

e Saturation rated current up

37.3A

e Harsh environment resistan

o Operating temperature
guarantee of 170°C

o Operating voltage guarant
80V

e AEC-Q200 qualified
e Shielded construction

APPLICATIONS

e Automotive systems:

o Noise filter for driver circ
o Dc-dc converters



FEATURES

APPLICATIONS
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Capacitive rotary encoders cut
consumption in motor-control sy

The AMT series of modular rotary encoders from Same SKky uses
technology to produce high positional accuracy and lower power
optical or magnetic alternatives.

The AMT series from Same Sky, formerly known as CUI Device
encoders which offer low power consumption in motor-control
accurate position sensing.

The AMT encoders are based on a capacitive sensing technolo
for the LED light source in traditional optical encoders. This t
active current is as low as 6mA at 5V for the AMT10 and the A
system, the total power consumption for the position sensing 1
using AMT encoders, compared to 1.7W for a typical optical el
magnetic encoder.

The AMT sensors consist of a fixed body and a moving elemen
capacitor. As the encoder rotates, an ASIC converts the chang
data to an accuracy of 0.2 mechanical degrees.

Unlike optical encoders, the capacitive design is resistant to
grease and ambient light. The AMT series encoders operate re
strong magnetic fields which can disrupt magnetic encoders, n
robust, and suitable for deployment in harsh environmental co

The series includes variants which provide incremental, absol
outputs. Sleeve sizes range from 1mm to 15.875mm.

The AMT21, AMT22, and AMT24 models support an absolute pc
shaft position immediately at power-on, eliminating the need f

BUY NOW INFORMATION

FEATURES

e Submersible in non-conduct

fluids

e Programmable incremental

resolution range:
48 pulses per revolution (Pl
5,120PPR

e Absolute resolution: 12-bit

bit

e Input-voltage range: 3.6V tc
e Maximum measurement spee

15,000rpm

APPLICATIONS

Autonomous mobile robots
Aerial drones and UAVs
Industrial automation equip
Medical robots

Agricultural robots
Self-driving vehicles and dr



Button-sized location-aware NB-Io

support new age of asset tracl

The STMicroelectronics ST87M01-1001 and ST87M01-1301 modul
NB-10T connectivity with optional positioning functions to supp
tracking devices in space-constrained industrial produ

The ST87M01 series are LTE Cat NB2 modules which draw les:
states. Both power-saving modes and extended discontinuous
related activity, allowing devices to remain dormant for long i
connectivity.

With the addition of positioning capability, these modules can
tracking tags and sensor nodes which operate for more than 1
battery.

Positioning support varies across the ST87M01 family. The ST
connectivity with network-based positioning, while the ST87M(
GNSS and Wietiwork-based positioning for applications that re
information in indoor and outdoor environments.

Both variants include a +23 dBm transmitter, embedded protoc
interfaces for integration into industrial sensors or trackers.

The modules include a wake-up interface for interrupt-driven «
cycled designs which minimize average energy consumption. T
industrial temperature range support deployment in compact tri
sensors, and distributed industrial equipment.

The ST87M01 modules integrate advanced security features ar
GCF and RED, including the RED Delegated Act for network-cc
supports compliance with emerging European cybersecurity re:
asset-tracking devices.

The modules are housed in a 51-pin 10.6mm x 12.8mm LGA pa

INFORMATION

FEATURES

e Embedded SIM option
e Data rates:
o Up to 127kbits/s down-link
speed
o Up to 159kbits/s up-link s|

APPLICATIONS

e Asset-tracking tags

e Logistics and tool tracking

e Smart-city sensing nodes

e Distributed industrial monit
equipment

e Utility meters

e Condition monitoring

e Factory automation

FREBEV BOAF

Evaluation kit for NB-1oT locati
module.

Orderable Part Number
EVKITST87M01-2

APPLY HERE NC
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create high

InN automotive circuits

industrial applications

FEATURES
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APPLICATIONS

O O O o o ©o




FEATURES

APPLICATIONS



The

FEATURES

e H
e O

APPLICATIONS

-z zz —

=53



Controller with integrated MCU s

design of brushless dc motor

The STSPIN32GOAL1TR from STMicroelectronics integrates an ST
three-phase gate driver, and motor-control peripherals into a sin
(SiP), reducing external component count in compact elect

The STSPIN32GOAL1TR controller combines a 64MHz Arm® Cor!
phase 48V gate driver, enabling both control computation and
a single package. This reduces the number of discrete compor
of a brushless dc (BLDC) or permanent magnet synchronous m

The gate driver includes integrated bootstrap diodes to remov
charge-pump components. Sink and source currents up to 600r
MOSFET choices, and internal interlocking prevents shoot-thrt
transitions.

Integrated protection functions, including over-current detecti
prevention, and gate-driver under-voltage monitoring, support
additional external components. The internal 3.3V buck conve|
MCU core and gate driver, reducing external regulation requir

The STSPIN32GOAL1TR is supplied in a 48-pin VFQFPN packag
Imm.

BUY NOW INFORMATION

FEATURES

e 8kbytes of SRAM with hardw

parity check

e 64kbytes of Flash memory w

protection and securable ar

e Dedicated timer for motor c

Three rail-to-rail operationze
amplifiers

Comparator for over-current
protection

23 fast GPIOs

l11l-channel, 12-bit ADC
I12C, USART, SPI and SWD
interfaces

Supply-voltage range: 6.7V

APPLICATIONS

Cordless power tools
Portable vacuum cleaners
Pumps and fans

E-bikes

Lawn mowers

Industrial automation equip

FREBEV BOAF

Evaluation board for integratec
controller and driver.

Orderable Part Number
EVLSPIN32GO0OA1l

APPLY HERE NC




80V MOSFET provides stronger pe

and efficiency in hot conditio

The NTMFSC2D6N08X from onsemi is an 80V MOSFET which featu
on-resistance in an improved thermal package, enabling develope
and efficient designs for power-supply circuits.

FEATURES

e 175°C maximum operating
temperature

e 14pF reverse transfer capac

e +100NnA maximum gate-sourc
leakage

APPLICATIONS

e Cloud server power supplies
e Telecoms power supplies

e Dc-dc converters
e Motor drives

The NTMFSC2D6N08X, part of the onsemi PowerTrench® T10 |
MOSFETs, offers several benefits including low maximum on-r
gate charge of 45nC at 10V, reducing parasitic inductance anc
switching power circuits.

Housed in a dual-sided cooling package, the NTMFSC2D6N08X
thermal resistance of 1.7°C/W and 1.12°C/W at the top and bo
the design of systems with tighter power budgets and thermal
soft-recovery body diode to achieve a low reverse-recovery ch
suitable for synchronous rectification.

BUY NOW INFORMATION



FEATURES

APPLICATIONS
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APPLICATIONS



10-wire connector streamlines mu
wiring
The 221-420 ten-conductor lever splicing connector from WAGO d

terminations for lighting, junction boxes, heating and ventilation
voltage power distribution.

FEATURES

e Accepts solid, stranded and
stranded wire

e Rated for operation at ambi
temperatures up to 85°C

e Compliant with:
o ENEC
o UL 486C
o |[EC 60998 standards

APPLICATIONS

e Lighting systems

e Junction box wiring

e HVAC equipment

e Low-voltage power distribut

The new 221-420 splicing connector is a 10-pole wire connect
simplifies multi-wire electrical connections. The lever clamp d
only speeds up installation but also provides consistent conta
important for HVAC equipment and ceiling fixtures in particula

Part of the 221 Series, this compact connector accommodates
diameters ranging from 0.2mm?2 up to 4mm2?2, enabling error- an
of up to ten conductors on a common potential. The tool-free |
proven WAGO CAGE CLAMP® Spring technology for quick and
twisting. A transparent housing supporting side-entry wiring a
verify each insertion and fit the connector into tight spaces, s
cavities.

By combining ten wiring points in one unit, the 221-420 elimin
smaller connectors or bulky screw terminal blocks in junction
Despite its small size, the 221-420 connector is rated for mail
is rated for up to 450V and 32A under IEC standards, and is U
use in North America.

This makes the 221-420 suitable for demanding loads in lighti
other building systems.



Current-sense resistors maximiz
density in automotive system

The NCSM series of metal film current-sensing resistors from NI
high power density and precision in standard and wide-terminati
power monitoring in space-constrained automotive and industri

The NCSM series from NIC Components uses a metal film cons
and stable resistance values in harsh automotive or industrial
structure results in a low inductance of less than 5nH, making
high-frequency switching power supplies and dynamic load sys

The NCSM resistors replace the legacy NCSW, NCSS, and NCL

The NCSM series is available in a broad range of package siz:
0201 to 2512, but the NCSM series also includes wide termina
packages in 0508, 0612, 1020, and 1225 sizes. Wide terminati
thermal dissipation, allowing the 1225 package, for instance,
3W.

The resistors are available in a range of resistance values fro
features tight tolerances down to £0.25% and a low temperatu
down to +50ppm/°C, ensuring that current measurement accure
temperature variations.

BUY NOW INFORMATION

FEATURES

155°C maximum operating
temperature

Up to 500V ac dielectric
withstanding voltage

"d5nH inductance
"e10G®© insulation resistance

AEC-Q200 qualified

APPLICATIONS

Automotive battery manager
systems

Industrial power supplies
Measurement and
instrumentation
Communication devices
Consumer electronics devic:



